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= Motorized Pulley 113LP
mutmeca | A powerful drive for light duty conveyors

Technical data for Motorized Pulley 113LP - 3-phase - 50Hz

Rated Poles Gear Rated speed Rated revolutions Rated torque Rated Max. Min.
Power Stages of the shell of the shell of Motorized tangential belt tension length
pulley force T14T2 RL
[kW] n. n. [m/s] [min-1] [Nm] [N] [N] [mm]
0,06 10,1 56,0 1000
i 0,08 135 42,0 750
0,12 20,3 28,0 500
0,15 25,4 22,5 400
0,20 33,8 17,0 300 ALY
0,06 4 2 0,26 43,9 13,0 231 256
0,31 52,4 11,0 194
0,36 60,8 9,5 167
0,50 84,5 7,0 120
2 0,69 116,6 5,0 87 1500
0,12 20,3 56,5 1000
0,15 25,4 45,0 800
0,20 33,8 34,0 600
2 0,26 43,9 26,0 462 AL
0,12 4 0,31 52,4 22,0 387 256
0,36 60,8 19,0 333
0,50 84,5 13,5 240
2 0,69 116,6 10,0 174 1500
0,81 136,9 8,5 148
0,20 33,8 51,0 900
3 0,26 43,9 39,0 692 2000
0,31 52,4 33,0 581
0,36 60,8 28,5 500
0,18 4 0,50 84,5 20,5 360 256
0,69 116,6 14,5 261
2 0,81 136,9 12,5 222 1500
0,91 153,8 11,0 198
1,05 177,5 9,5 171
0,26 43,9 54,5 962
3 0,31 52,4 45,5 806 2000
0,36 60,8 39,0 694
0.25 4 0,50 84,5 28,5 500 976
0,69 116,6 20,5 362
2 0,81 136,9 17,5 309 1500
0,91 153,8 15,5 275
1,05 177,5 13,5 238
3 0,36 60,8 58,0 1028 2000
0,50 84,5 42,0 740
0,69 116,6 30,5 536
L/ 4 2 0,81 136,9 26,0 457 1500 25
0,91 153,8 23,0 407
1,05 177,5 20,0 352
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Motorized Pulley 113LP ;Q_—
A powerful drive for light duty conveyors e

Technical data for Motorized Pulley 113LP - 1-phase - 50Hz

Rated Poles Gear Rated speed Rated revolutions Rated torque Rated Max. Min.
Power Stages of the shell of the shell of Motorized tangential belt tension length
pulley force T14T2 RL
(kW1 n. n. [m/s] [min-1] [Nm] [N] [N] [mm]
A 0,06 10,1 56,0 1000
0,08 13,5 42,0 750
0,12 20,3 28,0 500
0,15 25,4 22,5 400
2
: 0,20 33,8 17,0 300 000
4
0,06 0,26 43,9 13,0 231 256
0,31 52,4 11,0 194
0,36 60,8 9,5 167
0,50 84,5 7,0 120
2 1500
0,69 116,6 5,0 87
0,12 20,3 56,5 1000
0,15 25,4 45,0 800
0,20 33,8 34,0 600
3 2000
0,26 43,9 26,0 462
0,12 4 0,31 52,4 22,0 387 256
0,36 60,8 19,0 888
0,50 84,5 13,5 240
2 0,69 116,6 10,0 174 1500
0,81 136,9 8,5 148
0,20 33,8 51,0 900
0,26 43,9 39,0 692
g 2000
0,31 52,4 33,0 581
0,36 60,8 28,5 500
0,18 4 0,50 84,5 20,5 360 276
0,69 116,6 14,5 261
2 0,81 136,9 12,5 222 1500
0,91 153,8 11,0 198
1,05 177,5 9,5 171
0,26 43,9 54,5 962
3 0,31 52,4 45,5 806 2000
0,36 60,8 39,0 694
0,50 84,5 28,5 500
0,25 4 294
0,69 116,6 20,5 362
2 0,81 136,9 17,5 309 1500
0,91 153,8 15,5 275
1,05 177,5 13,5 238
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