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Motorized Pulley 113LS

and medium duty conveyors

Technical data for Motorized Pulley 113LS - 3-phase - 50Hz

Gear Rated speed Rated Rated torque
Ratio of the shell revolutions = of Motorized
of the shell pulley
i [m/s] [min-1] [Nm]
42,66 0,05 8,3 38,4
36,35 0,06 9,7 32,7
31,36 0,07 11,3 28,2
42,66 0,05 8,3 76,8
36,35 0,06 9,7 65,4
31,36 0,07 11,3 56,4
42,66 0,09 15,9 455
42,66 0,11 20,3 447
36,35 0,13 23,8 38,1
31,36 0,16 27,6 32,9
27,32 0,18 31,7 28,7
23,99 0,22 36,1 25,2
21,18 0,25 40,8 22,2
15,17 0,32 57,0 15,9
12,92 0,40 66,9 13,6
11,15 0,45 77,6 11,7
42,66 0,09 15,9 85,6
36,35 0,11 18,7 73,0
31,36 0,13 21,6 62,9
42,66 0,18 321 42,4
36,35 0,22 37,7 36,1
31,36 0,25 43,7 31,1
27,32 0,30 50,1 271
23,99 0,32 57,1 23,8
21,18 0,38 64,7 21,0
15,17 0,50 90,3 15,1
12,92 0,63 106,0 12,8
11,15 0,70 122,9 11,1
42,66 0,13 214 84,6
36,35 0,14 25,2 721
31,36 0,16 29,2 62,2
27,32 0,20 33,5 54,2
23,99 0,22 38,1 47,6
21,18 0,25 43,2 42,0
15,17 0,35 60,3 30,1
12,92 0,40 70,8 25,6
11,15 0,50 82,1 22,1
42,66 0,38 64,5 33,8
36,35 0,45 75,7 28,8
31,36 0,50 87,7 24,2
27,32 0,60 100,7 21,6
23,99 0,70 114,6 19,0
21,18 0,80 129,8 16,8

o

Rated
tangential
force
[N]

679
579
499
1358
1157
999
806
792
675
582
507
445
393
282
240
207
1516
1291
1114
750
639
551
480
422
372
267
227
196
1497
1276
1101
959
842
744
532
454
391
598
509
439
383
333
297

Superior tough and powerful drive for high use light
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250
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250
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300
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Motorized Pulley 113LS

Superior tough and powerful drive for high
use light and medium duty conveyors

Technical data for motorized pulley 113LS - 3-phase - 50Hz

350

9,65
10,90
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9,65
10,90
9,65
9,65
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Gear
ratio

i
15,17
12,92
11,15
42,66
36,35
31,36
27,32
23,99
21,18
15,17
12,92
11,15
31,36
27,32
23,99
21,18
15,17
12,92
11,15
21,18
15,17
12,92
11,15

Rated speed Rated
of the shell revolutions
of the shell

[m/s] [min-1]
1,10 181,3
1,25 212,8
1,50 246,6
0,20 32,6
0,22 38,2
0,25 443
0,30 50,9
0,35 57,9
0,38 65,6
0,50 91,6
0,63 107,6
0,70 124,7
0,25 43,3
0,30 49,7
0,32 56,7
0,38 64,2
0,50 89,6
0,60 105,2
0,70 121,9
0,80 134,8
1,10 188,3
1,25 221,0
1,50 256,1

Rated torque
of Motorized

pulley
[Nm]

12,0
10,2
8,8
83,5
71,2
61,4
53,5
47,0
41,5
29,7
25,3
21,8
77,5
67,5
59,2
52,3
37,5
31,9
27,5
24,9
17,8
15,2
13,1

Standard weights for motorized pulley 113LS
Standard weight [kg] for standard RL [mm]

400

10,30
11,55
10,30
10,30
11,55
10,30
10,30
10,30
11,55
11,55
11,55

450

10,95
12,20
10,95
10,95
12,20
10,95
10,95
10,95
12,20
12,20
12,20

500

11,60
12,85
11,60
11,60
12,85
11,60
11,60
11,60
12,85
12,85
12,85

550

12,25
13,50
12,25
12,25
13,50
12,25
12,25
12,25
13,50
13,50
13,50

o

600

12,90
14,15
12,90
12,90
14,15
12,90
12,90
12,90
14,15
14,15
14,15

650

13,55
14,80
13,55
13,55
14,80
13,55
13,55
13,55
14,80
14,80
14,80

700

14,20
15,45
14,20
14,20
15,45
14,20
14,20
14,20
15,45
15,45
15,45

Rated
tangential
force
[N]

213
181
156
1479
1260
1087
947
824
734
526
448
386
1371
1194
1094
926
663
565
487
441
316
269
232

750

14,85
16,10
14,85
14,85
16,10
14,85
14,85
14,85
16,10
16,10
16,10

belt tension

800

15,50
16,75
15,50
15,50
16,75
15,50
15,50
15,50
16,75
16,75
16,75

Max.

T1+T2
[N]

3400

6550

4550

4550

3400

850

16,15
17,40
16,15
16,15
17,40
16,15
16,15
16,15
17,40
17,40
17,40

Min.

length

900

16,80
18,05
16,80
16,80
18,05
16,80
16,80
16,80
18,05
18,05
18,05

RL
[mm]

250

300

1000

17,45
18,70
17,45
17,45
18,70
17,45
17,45
17,45
18,70
18,70
18,70
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Motorized Pulley 113LS -—_Qé
Superior tough and powerful drive for high RULMECA
use light and medium duty conveyors

Cable specification

Available cable options:
« Standard, Screened * Halogen-free, screened

* Standard, Unscreened * Halogen-free, Unscreened

Available lengths: 1/3/5 m.

Min.Length with option
The following options increase the minimum length of the motorized pulley.

Option RL min with option mm
Brake RL min + 50 mm
Encoder SKF RL min + 0 mm
Encoder RLS RL min +50 mm
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